CARPET UNDERLAY

SUBFLOOR

FLOOR WOOD JOISTS

FURRING

CEILING FINISH
ANCHOR BOLT
SILL SEALER

QUAD-LOCK WIRE TOP TIE

QUAD-LOCK HDPE TIES

QUAD-LOCK R-28 [U-0.21] WALL
INTERIOR WALL FINISH

3.125" [79mm] THICK EPS INSULATION
REINFORCED CONCRETE CORE
3.125" [79mm] THICK EPS INSULATION
EXTERIOR FINISH / WATER PROOFING

HORIZONTAL & VERTICAL WALL
REINFORCEMENT AS SPECIFIED

INTIERIOR WALL FINISH (GWB)
FASTEN TO QUAD-LOCK TIES

BASEMENT WALL HEIGHT AS SPECIFIED

FLOOR FINISH

SLAB ON GRADE

INSULATION

ZERO COMPACTION SAND OR GRAVEL

VAPOR BARRIER

STRIP FOOTING REINFORCEMENT

SHEATHING WOOD FRAMING

INSULATION
INTERIOR WALL FINISH (GWB)
BOTTOM PLATE

FLOOR FINISH BUILDING PAPER
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FURRING (CAPILLARY BREAK)
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RIM BOARD

—— PRESSURE TREATED SILL PLATE
=—— " — BACK SET TO FLUSH SHEATHING
= TO EPS

QUAD-LOCK METAL TRACK

QUAD-LOCK EPS PANELS
3.125" x 12" x 48"

TROWELED OR RIGID BOARD
PROTECTIVE SKIRT 8" BOARD
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FINISH STRIP FOR PROTECTION BOARD

PRIMER IF REQUIRED

PROTECTION BOARD WASHER FOR FASTENERS

REINFORCED CONCRETE CORE

—— DRAINAGE BOARD / PROTECTION BOARD

__—— QUAD-LOCK PEEL&STICK
(WATER PROOFING MEMBRANE)
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......

FILTER FABRIC

FREE DRAINING FILL

PERFORATED DRAINAGE PIPE

QUAD-LOCK METAL TRACK
FASTEN TO STRIP FOOTING

STRIP FOOTING



